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2.50 mm Crimp Style connectors

HRS-2508WR-XXX-9TSNXX-X
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Specifications :
Voltage rating: 250V AC / DC
Current rating: 3A  AC / DC
Withstanding voltage:1000V AC/minute 
Temperature range: -40°C~+125°C 
Insulation resistance:≥1000MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ 
Material(Pin):Brass
Mates With HRS Housing:HRS-2508H、HRS-2513H

2508 W R X-XX X-9T SN   X    X  - X
01 02 03 04 05 06 07 08 09 10

Series No.
Category：W-Wafer
Connector Type: R-Right angle 90° 
Mouting Type:  Blank-DIP
Row No.-Pin No.:  XX-02P~15P 
Special No.:N-Without post and without kink

 Blank-Without post and with kink
Material:  9T-PA9T  UL94V-0  
Plating Code:  SN-Bright Tin Plating
Underplate:Ni 40~120u"(1~3um) overall 
Top plating:Sn 80~200u"(2~5um) overall 
Color :  Blank-Natural color;GW-Grey
Packing : Blank-PE bag、T-Tray
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2021/03/31 E EN120210331001 Add the specification with kink Xin Qing John Yang

Kink Kink

2021/05/06 F EN120210506001 Add new product type TengMin John Yang
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Larry LinLarry YangJack Zhang

2023/10/31 F1 / Update borders Larry Lin Jack Zhang
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2.50 mm Crimp Style connectors

HRS-2508WR-XXX-9TSNXX-X

2Pin 3Pin 4Pin 5Pin 6Pin 7Pin

8Pin 9Pin 10Pin

11Pin 12Pin 13Pin

14Pin 15Pin

  2021/03/31 E EN120210331001 Add the specification with kink Xin Qing John Yang

2021/05/06 F EN120210506001 Add new product type TengMin John Yang

Larry LinLarry YangJack Zhang

2023/10/31 F1 / Update borders Larry Lin Jack Zhang
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2.50 mm Crimp Style connectors

HRS-2508WR-XXX-9TSNXX

Larry YangJack Zhang
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HRS-2508WR-XXS1-9TSNXXHRS-2508WR-XXS-9TSNXX

Kink Kink

E

Specifications :
Voltage rating: 250V AC / DC
Current rating: 3A  AC / DC
Withstanding voltage:1000V AC/minute 
Temperature range: -40°C~+125°C 
Insulation resistance:≥1000MΩ
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ 
Material(Pin):Brass
Mates With HRS Housing:HRS-2508H、HRS-2513H

Series No.
Category：W-Wafer
Connector Type: R-Right angle 90° 
Mouting Type:  Blank-DIP
Row No.-Pin No.:  XX-02P~15P 
Special No.:S-With post and with kink

S1-With post and without kink
Material:  9T-PA9T  UL94V-0  
Plating Code:  SN-Bright Tin Plating 
Underplate:Ni 40~120u"(1~3um) overall 
Top plating:Sn 80~200u"(2~5um) overall 
Color :  Blank-Natural color; GW-Grey
Packing : Blank-PE bag、T-Tray
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 2021/03/31 E EN120210331001 Add the specification without kink Xin Qing John Yang

2021/05/06 F EN120210506001 Modify the post structure Cai Zhao John Yang
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2017/11/21

2.50 mm Crimp Style connectors

HRS-2508WR-XXX-9TSNXX

 2021/03/31 E EN120210331001 Add the specification without kink Xin Qing John Yang

2021/05/06 F EN120210506001 Modify the post structure Cai Zhao John Yang

2Pin 3Pin 4Pin 5Pin 6Pin 7Pin

8Pin 9Pin 10Pin

11Pin 12Pin 13Pin

14Pin 15Pin

Larry LinLarry YangJack Zhang

2023/10/31 F1 / Update borders Larry Lin Jack Zhang
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ADD the CAP view

15

16

Increase the size 15 16

Modify the 3Pin size D according to the 
shell diagram
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Series No.
Category:W-WAFER
Welding Board Angle: V-Straight 180° 
Welding Way:  Blank-DIP
Row No.-Pin No.:  XX-02P~15P 
Special No.:
Blank-Without a boss、With Kink
N1-Without a boss、Without Kink
P- With a boss、With Kink
P1-With a boss、Without Kink
Material: 9T-PA9T 94V-0
Plating Category:  SN-Bright Tin Plating

   V01-Gold Flash
Color :  Blank-Natural Color
Packing : Blank-Bag T-Tray  C-Reel(With CAP)

Specifications :
Voltage rating: 250V AC / DC 
Current rating: 3A  AC / DC 
Withstanding voltage:1000V AC/minute 
Temperature range: -40°C~+125°C 
Insulation resistance:≥1000MΩ 
Contact resistance: ≤10mΩ
After environmental testing：≤20mΩ 
Material(Pin):Brass
Mates With HRS Housing:HRS-2508H
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2.50 mm Crimp Style connectors

HRS-2508WV-XXXX-9TXXXXX

特殊规格：2PIN打K方式(左右K)
特殊料号：HRS-2508WV-02A/AP-XXXX
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2.50 mm Crimp Style connectors
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