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Specifications :
Voltage rating: 300V AC / DC
Current rating:  3A  AC / DC 
Withstanding voltage: 1700V AC/minute
Temperature range: -55°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ

Series No
Category：W-WAFER
Welding Board Angle：F-Female
Welding Way:  Blank-SMT
Row No.-Pin No.:  XX-Single Row
Plug the Pin & Special No.
Material:  LP -LCP  94V-0
Plating Category:   SN-Bright Tin Plating
Color :  Blank-Natural Color
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PART N0 Material
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Recommended P.C.B Layout
General Tolerance±0.05

HRS-4001WF-02-LPSN

4.00mm BTB Style Connectors
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Specifications :
Voltage rating: 300V AC / DC
Current rating:  3A  AC / DC 
Withstanding voltage: 1700V AC/minute
Temperature range: -55°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
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Series No
Category：W-WAFER
Welding Board Angle：M-Male
Welding Way: Blank-SMT
Row No.-Pin No.:  XX-Single Row
Plug the Pin & Special No.
Material:  LP -LCP  94V-0
Plating Category:   SN-Bright Tin Plating 
Color :  Blank-Natural Color
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Recommended P.C.B Layout
General Tolerance±0.05
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4.00mm BTB Style Connectors
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